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All	
  Systems	
  Manufactured	
  in	
  New	
  Zealand	
  

Distribu(on	
   Direct	
  
Direct/Indirect	
  (Indirect	
  LED	
  only)	
  

Ligh(ng	
  Op(ons	
   Single	
  Tube	
  T5,	
  Overlapping	
  Single	
  Tube	
  T5,	
  T5	
  Ba@en,	
  LED	
  Strip,	
  LED	
  Modules,	
  MR11	
  
Halogen	
  or	
  LED	
  Downlights,	
  Surface	
  Spotlights,	
  Recessed	
  3CCT	
  Track,	
  Emergency	
  Back	
  
Up	
  

Diffusers	
   Clear	
  Reeded,	
  Opal	
  

Corners	
   Custom	
  “L”,	
  “T”	
  and	
  “X”	
  joins	
  

Moun(ng	
  Op(ons	
   Wall,	
  Surface,	
  Suspended,	
  Recessed	
  

Colours	
   Natural	
  Silver	
  Anodised	
  
Powder	
  Coat	
  Colours	
  at	
  Client	
  Match	
  

Lengths	
   6.1m	
  Maximum	
  Single	
  Length	
  
Straight	
  Joiners	
  to	
  Extend	
  over	
  6.1m	
  

IP	
  Rated	
   IP54	
  available	
  upon	
  Request	
  

Assembled	
  Weights	
   QS85Recessed	
  –	
  3.38kg/m	
  

System:	
  QS85Recessed	
  
85mm	
  (W)	
  x	
  80mm	
  (H)	
  
66mm	
  cutout	
  width	
  

8	
  


